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Sustainability policy at Philips Lighting:
Philips Lighting is committed to providing lighting solutions that improve people’s lives and 
are environmentally sound. This philosophy is a cornerstone of our sustainability policy, which 
balances social, environmental and economic action.

Fluorescent  87–120 High Intensity Discharge  121–148 Solid State Lighting  149–156 Specialty  157–177 Additional Information  178–189



Inc. Rated Approx.
Equiv. Product Symbols, Ordering Pkg. Case MOL Avg. Life Initial

Watts Watts Bulb Base Number Footnotes Code Type Qty. (In.) (Hrs.) (230) Lumens (231) CRI

COMPACT FLUORESCENT LAMPS
Energy Saver Twisters

5W Twister
Med.

9W Twister
Med.

11W Twister
Med.

13W Twister
Med.

23W Twister
Med.

27W Twister
Med.

32W Twister
Med.

42W Twister
Med.

ENERGY SAVER TWISTER
5 25 Twister Med. 14792-6 $ T EL/mdT 5W Box 6 4 8000 250 82
9 40 Twister Med. 14793-4 $ T EL/mdT 9W Box 6 41⁄4 8000 550 82

11 40 Twister Med. 13804-0 $ EL/mdT 11W Box 6 49⁄16 8,000 675 82
13991-5 $ BC-EL/mdT 11W Blister 6 49⁄16 8000 675 82

13 60 Twister Med. 15638-0 $ † EL/mdT 13W Box 6 41⁄3 10,000 900 82
14786-8 $ T EL/mdT 13W 4K Box 6 41⁄4 10,000 900 82
14787-6 $ T EL/mdT 13W 5K Box 6 41⁄4 10,000 900 82
20907-2 $ † BC-EL/mdT 13W Blister 6 41⁄3 10,000 900 82
21929-5 $ † BC-EL/mdT 13W 3PK Blister 6 41⁄3 10,000 900 82

18 75 Twister Med. 20286-1 $ † EL/mdT 18W Box 6 51⁄3 10,000 1250 82
19 75 Twister Med. 20909-8 $ † BC-EL/mdT 19W Blister 6 43⁄8 10,000 1200 82
23 100 Twister Med. 15697-5 $ † EL/mdT 23W Box 6 42⁄3 10,000 1600 82

20910-6 $ † BC-EL/mdT 23W Blister 6 42⁄3 10,000 1600 82
20587-2 $ † BC-EL/mdT 23W 3PK Blister 6 42⁄3 10,000 1600 82

27 100 Twister Med. 13715-8 $ EL/mdT 27W Box 6 59⁄16 10,000 1750 82
14788-4 $ T EL/mdT 27W 4K Box 6 53⁄4 10,000 1850 82
14789-2 $ T EL/mdT 27W 5K Box 6 53⁄4 10,000 1850 82

32 100 Twister Med. 15639-8 $ † EL/mdT 32W Box 5 51⁄2 10,000 2200 82
42 150 Twister Med. 13948-5 $ T EL/dT42W Box 6 73⁄32 10,000 2800 82

13947-7 $ T BC-EL/dT 42W Blister 6 73⁄32 10,000 2800 82

ENERGY SAVER THREE-WAY
11-23-34 50-100-150 Twister Med. 21486-6 $ T † BC-Helix Twist EL/3W 11-23-34 Blister 6 7 10,000 700-1500-2200 82

21193-8 $ T † Helix Twister EL/3W 11-23-34 Box 6 7 10,000 700-1500-2200 82
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3-Way Twister
Med.



Soft White Plus
Med.

GU24 Twister
GU24

Inc. Rated Approx.
Equiv. Product Symbols, Ordering Pkg. Case MOL Avg. Life Initial

Watts Watts Bulb Base Number Footnotes Code Type Qty. (In.) (Hrs.) (230) Lumens (231) CRI

COMPACT FLUORESCENT LAMPS
Energy Saver GU24, Genie, Soft White and Reflectors

ENERGY SAVER UNIVERSAL GENIE
14 60 SLS  Genie Med. 21053-4 $ T † 14W Genie Pro Pack 6PK Box 4 51⁄9 8000 800 82
18 75 SLS  Genie Med. 21055-9 $ † 18W Genie Pro Pack 6PK Box 4 51⁄4 8000 1100 82

ENERGY SAVER GU24 BASE TWISTER *AVAILABLE AUGUST 2008
13 60 GU24 Twist. GU24 22285-1 $ † EL/mdT 13W GU24 Box 6 33⁄5 10,000 900 82
18 75 GU24 Twist. GU24 22286-9 $ † EL/mdT 18W GU24 Box 6 34⁄5 10,000 1200 82
23 100 GU24 Twist. GU24 22287-7 $ † EL/mdT 23W GU24 Box 6 42⁄5 10,000 1600 82

ENERGY SAVER SOFT WHITE PLUS
9 40 SWP Med. 15699-1 $ † EL/A SWP 9W Box 6 41⁄4 8000 450 82

21207-6 $ † BC-EL/A SWP 9W Blister 4 41⁄4 8000 450 82
14 60 SWP Med. 15700-8 $ † EL/A SWP 14W Box 6 43⁄8 8000 800 82

21208-4 $ † BC-EL/A SWP 14W Blister 4 43⁄8 8000 800 82
21209-2 $ † BC-EL/A SWP 14W 3PK Blister 4 43⁄8 8000 800 82
21214-2 $ † BC-EL/A SWP 14W Bug-A-Way® Blister 4 43⁄8 8000 600 N/A
20371-1 $ † EL/A SWP 14W Bug-A-Way Box 6 43⁄8 8000 600 N/A

20 75 SWP Med. 20080-8 $ T † EL/A SWP 20W Box 6 59⁄32 8000 1100 82

ENERGY SAVER REFLECTOR FLOOD
14 50 R20 Med. 15701-6 $ † EL/A R20 14W Box 6 43⁄8 8000 500 82

21215-9 $ † BC-EL/A R20 14W Blister 3 43⁄8 8000 500 82
21219-1 $ † BC-EL/A R20 14W 2PK Blister 3 43⁄8 8000 500 82

15 75 R30 Med. 15703-2 $ † EL/A R30 15W Box 6 53⁄4 8000 750 82
16 75 R30 Med. 21220-9 $ BC-EL/A R30 16W Blister 2 52⁄3 8000 750 82

15279-3 $ BC-EL/A R30 16W 2PK Blister 2 52⁄3 8000 750 82
23 120 R40 Med. 15702-4 $ † EL/A R40 23W Box 6 61⁄2 8000 1300 82

21223-3 $ † BC-EL/A R40 23W Blister 2 61⁄2 8000 1250 82
90 PAR38 Med. 15715-6 $ † EL/A PAR38 23W Box 6 61⁄2 8000 1300 82

21240-7 $ † BC-EL/A PAR38 23W Blister 2 61⁄2 8000 1250 82

ENERGY SAVER DIMMABLE REFLECTOR FLOOD
16 65 R30 Dim Med. 13707-5 $ EL/A R30 16W DIMM Box 6 513⁄32 8000 630 82
20 75 R40 Dim Med. 13708-3 $ EL/A R40 20W DIMM Box 6 63⁄32 8000 900 82

PAR38 Dim Med. 14644-9 $ EL/A PAR38 20W DIMM Box 6 63⁄32 8000 850 82
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Genie
Med.

R20
Med.

R30
Med.

R40
Med.

PAR38
Med.

Bug-A-Way
Med.



Inc. Rated Approx.
Equiv. Product Symbols, Ordering Pkg. Case MOL Avg. Life Initial

Watts Watts Bulb Base Number Footnotes Code Type Qty. (In.) (Hrs.) (230) Lumens (231) CRI

COMPACT FLUORESCENT LAMPS
Energy Saver Decorative

ENERGY SAVER FAN
5 25 Fan Med. 15698-3 $ T † EL/A FAN 5W Box 6 33⁄8 8000 215 82

21251-4 $ † BC-EL/A FAN 5W Blister 4 33⁄8 8000 215 82
21252-2 $ † BC-EL/A FAN 5W 3PK Blister 4 33⁄8 8000 215 82

9 40 Fan Med. 21248-0 $ † BC-EL/A FAN 9W Blister 4 41⁄10 8000 450 82
21250-6 $ † BC-EL/A FAN 9W 3PK Blister 4 41⁄10 8000 450 82

ENERGY SAVER CANDLE
5 25 mCan Cand. 14791-8 $ EL/A mCan 5W mCan Box 6 53⁄4 6000 200 82

Can Med. 14790-0 $ EL/A mCan 5W Can Box 6 41⁄2 6000 200 82
9 40 mCan Cand. 20284-6 $ EL/A mCan 9W Box 6 43⁄8 8000 425 82

21243-1 $ BC-EL/A mCan 9W Blister 4 43⁄8 8000 425 82
21783-6 $ BC-EL/A mCan 9W 3PK Blister 4 43⁄8 8000 425 82

Can Med. 20280-4 $ † EL/A Can 9W Box 6 43⁄4 8000 425 82
21244-9 $ † BC-EL/A Can 9W Blister 4 43⁄4 8000 425 82
21245-6 $ † BC-EL/A Can 9W 3PK Blister 4 43⁄4 8000 425 82

ENERGY SAVER GLOBE
9 40 G161⁄2 Med. 15717-2 $ † EL/A G18 9W Box 6 33⁄4 8000 400 82

21237-3 $ † BC-EL/A G18 9W Blister 4 33⁄4 8000 400 82
21238-1 $ † BC-EL/A G18 9W 3PK Blister 4 33⁄4 8000 400 82

G25 Med. 15718-0 $ † EL/A G25 9W Box 6 41⁄5 8000 500 82
21232-4 $ † BC-EL/A G25 9W 3PK Blister 4 41⁄5 8000 500 82
21224-1 $ † BC-EL/A G25 9W Blister 4 41⁄5 8000 500 82

16 60 G30 Med. 21106-0 $ T † EL/A G30 16W Box 6 51⁄2 8000 900 82
23 75 G40 Med. 21107-8 $ T † EL/A G40 23W Box 6 6 8000 1400 82
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EL/A FAN
Med.

EL/A mCan
Cand.

EL/A Can
Med.

EL/A G25
Med.

EL/A G30
Med.

EL/A G40
Med.

EL/A G161⁄2
Med.



Universal
Med.

32W Circline
Med.

40W Circline
Med.

Inc. Rated Approx.
Equiv. Product Symbols, Ordering Pkg. Case MOL Avg. Life Initial

Watts Watts Bulb Base Number Footnotes Code Type Qty. (In.) (Hrs.) (230) Lumens (231) CRI

COMPACT FLUORESCENT LAMPS
Energy Saver Outdoor, Universal and Circline

ENERGY SAVER OUTDOOR
14 60 Outdoor Med. 21246-4 $ † BC-EL/O Outdoor Post 14W Blister 4 53⁄8 8000 720 82

20285-3 $ † EL/O Outdoor Post 14W Box 6 53⁄8 8000 720 82
23 90 PAR38 Med. 15716-4 $ † EL/A PAR38 23W 2-piece Box 6 41⁄2 10,000 1300 82

ENERGY SAVER UNIVERSAL
14 60 SLS Med. 14691-0 $ Universal 14W ALTO Box 6 415⁄16 12,000 860 82
20 75 SLS Med. 13077-3 $ T Universal 20W ALTO Box 6 55⁄8 15,000 1200 82
25 100 SLS Med. 13574-9 $ T Universal 25W ALTO Box 6 63⁄16 15,000 1750 82
34 120 SLS Med. 37082-5 $ Universal 34W Table ALTO Box 6 63⁄16 7000 2100 82

ENERGY SAVER CIRCLINE ADAPTER SYSTEM
32 135 FC7T5 Med. 15719-8 $ T † 32W Two Piece Circline Box 4 51⁄2 12,000 2200 82
40 150 FC9T5 Med. 15720-6 $ T † 40W Two Piece Circline Box 4 71⁄3 12,000 2800 82
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EL/A PAR38 2–Piece
Med.

EL/O Outdoor
Med.
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COMPACT FLUORESCENT LAMPS
Energy Saver Base Types and Bulb Shapes

Energy Saver Compact Fluorescent Bulb Shapes (Not Actual Sizes)

Energy Saver Compact Fluorescent Base Types (Not Actual Sizes)

MogulMedium Skirted
Med-Skt.

Three Contact
Med. 3 C Med.

Three Contact
Mogul 3C Med.

Intermediate
Inter.

Candelabra
Can.

Candelabra
Can.

Candelabra
Can.

Miniature
Candelabra

Candelabra
Prefocus

S.C.Pf., D.C.Pf.

Candelabra
Bayonet Style (S.C. Bay.)

or Double Contact
(D.C. Bay.)

GU-5.3 GU-10
Widepin
GY-8.6

Bipin
G-4/GY-6.35

Medium

G4 GY6.35 GU10 G53B15d BA15d

Medium
2-Pin

Med.

Medium
Med. GU4 GU5.3

HALOGEN BASES

Candelabr
Can.

Medium

CFL BASES

INCANDESCENT BASES

Med. Cand. GU24
Medium Candelabra

Incandescent  20–51 Compact Fluorescent  71–86 Fluorescent  87–120Halogen  52–70
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Philips Linear Compact Fluorescent

Lamps offer designers, specifiers and

end-users new levels of efficiencies and

versatility in sizes, configurations and 

application possibilities. With so many

elegant fixtures available to complement

their small size, high light output and 

advanced technology, Philips Energy 

Advantage lamps are fast becoming the

preferred choice when maximum 

efficiency and sleek design solutions 

are required.

Compact 
Fluorescent Lighting
Non-integrated, low mercury, energy saving lamps

Feature Products

PL-T 4-PIN ENERGY

ADVANTAGE LAMP

page 82

PL-L LAMP

page 83

Sustainability is all 
about performance—
in energy efficiency, lighting levels, user comfort, environmental 

impact and more. It means achieving the best output with the

fewest resources.
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PL-S
G23

COMPACT FLUORESCENT LAMPS
PL-S Lamps

PL-S
GX23

PL-S 
G23 Base 

PL-S
GX23 Base

Rated Approx. Design
Product Symbols, Ordering Generic Pkg. MOL Avg. Life Initial Lumens

Watts Bulb Base Number Footnotes Code Designation Qty. Desc. (In.) (Hrs.) (230) Lumens(231) (208) CRI

PL-S (SHORT) FLUORESCENT LAMPS 
5 PL-S G23 14671-2 $ PL-S 5W/827/2P/ALTO CFT5W/G23/827 10 2700K 45⁄32 10,000 250 210 82

14868-4 $ PL-S 5W/841/2P/ALTO CFT5W/G23/841 10 4100K 45⁄32 10,000 250 210 82
7 PL-S G23 14871-8 $ PL-S 7W/827/2P/ALTO CFT7W/G23/827 10 2700K 511⁄32 10,000 400 360 82

14872-6 $ PL-S 7W/835/2P/ALTO CFT7W/G23/835 10 3500K 511⁄32 10,000 400 360 82
14873-4 $ PL-S 7W/841/2P/ALTO CFT7W/G23/841 10 4100K 511⁄32 10,000 400 360 82
14874-2 $ X PL-S 7W/850/2P/ALTO CFT7W/G23/850 10 5000K 511⁄32 10,000 380 340 82

9 PL-S G23 14867-6 $ PL-S 9W/827/2P/ALTO CFT9W/G23/827 10 2700K 619⁄32 10,000 600 540 82
14869-2 $ PL-S 9W/835/2P/ALTO CFT9W/G23/835 10 3500K 619⁄32 10,000 600 540 82
14870-0 $ PL-S 9W/841/2P/ALTO CFT9W/G23/841 10 4100K 619⁄32 10,000 600 540 82
14680-3 $ X PL-S 9W/850/2P/ALTO CFT9W/G23/850 10 5000K 619⁄32 10,000 570 510 82

13 PL-S GX23 14681-1 $ PL-S 13W/827/2P/ALTO CFT13W/GX23/827 10 2700K 71⁄64 10,000 825 740 82
14682-9 $ PL-S 13W/827/2P/ALTO/BULK CFT13W/GX23/827 50 2700K 71⁄64 10,000 825 740 82
14683-7 $ PL-S 13W/830/2P/ALTO CFT13W/GX23/830 10 3000K 71⁄64 10,000 825 740 82
14684-5 $ PL-S 13W/835/2P/ALTO CFT13W/GX23/835 10 3500K 71⁄64 10,000 825 740 82
14685-2 $ PL-S 13W/841/2P/ALTO CFT13W/GX23/841 10 4100K 71⁄64 10,000 825 740 82
14686-0 $ PL-S 13W/841/2P/ALTO/BULK CFT13W/GX23/841 50 4100K 71⁄64 10,000 825 740 82
14687-8 $ PL-S 13W/850/2P/ALTO CFT13W/GX23/850 10 5000K 71⁄64 10,000 800 720 82
14688-6 $ PL-S 13W/850/2P/ALTO/BULK CFT13W/GX23/850 50 5000K 71⁄64 10,000 800 720 82
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Rated Approx. Design
Product Symbols, Ordering Generic Pkg. MOL Avg. Life Initial Lumens

Watts Bulb Base Number Footnotes Code Designation Qty. Desc. (In.) (Hrs.) (230) Lumens(231) (208) CRI

COMPACT FLUORESCENT LAMPS
PL-C Lamps
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PL-C 
2-Pin

PL-C 
2-Pin 15mm

PL-C 
4-Pin

PL-C 2-Pin
GX23-2 Base

PL-C 2-Pin
G24d-1 Base

PL-C 2-Pin
G24d-2 Base

PL-C 2-Pin
G24d-3 Base

PL-C 2-Pin
GX32d-2 Base

PL-C 2-Pin
GX32d-3 Base

PL-C 4-Pin
G24q-1 Base

PL-C 4-Pin
G24q-2 Base

PL-C 4-Pin
G24q-3 Base
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PL-C (CLUSTER) 2-PIN FLUORESCENT LAMPS
13 PL-C GX23-2 38310-9 $ PL-C 13W/827/USA/ALTO CFQ13W/GX23/827 10 2700K 45⁄8 10,000 860 735 82

38311-7 $ PL-C 13W/830/USA/ALTO CFQ13W/GX23/830 10 3000K 45⁄8 10,000 860 735 82
38312-5 $ PL-C 13W/835/USA/ALTO CFQ13W/GX23/835 10 3500K 45⁄8 10,000 860 735 82
38313-3 $ PL-C 13W/841/USA/ALTO CFQ13W/GX23/841 10 4100K 45⁄8 10,000 860 735 82

PL-C G24d-1 38314-1 $ PL-C 13W/827/ALTO CFQ13W/G24d/827 10 2700K 51⁄2 10,000 900 770 82
38315-8 $ PL-C 13W/830/ALTO CFQ13W/G24d/830 10 3000K 51⁄2 10,000 900 770 82

18 PL-C G24d-2 38316-6 $ PL-C 18W/827/ALTO CFQ18W/G24d/827 10 2700K 6 10,000 1250 1070 82
38317-4 $ PL-C 18W/830/ALTO CFQ18W/G24d/830 10 3000K 6 10,000 1250 1070 82
38318-2 $ PL-C 18W/835/ALTO CFQ18W/G24d/835 10 3500K 6 10,000 1250 1070 82
38319-0 $ PL-C 18W/841/ALTO CFQ18W/G24d/841 10 4100K 6 10,000 1250 1070 82

26 PL-C G24d-3 38321-6 $ PL-C 26W/827/ALTO CFQ26W/G24d/827 10 2700K 613⁄16 10,000 1800 1545 82
38322-4 $ PL-C 26W/830/ALTO CFQ26W/G24d/830 10 3000K 613⁄16 10,000 1800 1545 82
38323-2 $ PL-C 26W/835/ALTO CFQ26W/G24d/835 10 3500K 613⁄16 10,000 1800 1545 82
38324-0 $ PL-C 26W/841/ALTO CFQ26W/G24d/841 10 4100K 613⁄16 10,000 1800 1545 82

PL-C (CLUSTER) 2-PIN FLUORESCENT LAMPS, 15MM TUBE DIAMETER (222)
20 PL-C GX32d-2 20478-4 $ PL-C 15mm/22W/827 CFQ20W/GX32d/827 40 2700K 6 10,000 1200 995 82
27 PL-C GX32d-3 20479-2 $ PL-C 15mm/28W/827 CFQ27W/GX32d/827 40 2700K 613⁄16 10,000 1600 1325 82

PL-C (CLUSTER) 4-PIN FLUORESCENT LAMPS, ELECTRONIC OPERATION—ENERGY ADVANTAGE   * AVAILABLE Q3, 2008
14 PL-C G24q-2 22034-3 $ † PL-C 18W/827/XEW/4P/ALTO 14W CFQ18W/G24q/827 10 2700K 511⁄16 12,000 1100 1010 82

22040-0 $ † PL-C 18W/835/XEW/4P/ALTO 14W CFQ18W/G24q/835 10 3500K 511⁄16 12,000 1100 1010 82
22041-8 $ † PL-C 18W/841/XEW/4P/ALTO 14W CFQ18W/G24q/841 10 4100K 511⁄16 12,000 1100 1010 82

21 PL-C G24q-3 22042-6 $ † PL-C 26W/827/XEW/4P/ALTO 21W CFQ26W/G24q/827 10 2700K 61⁄2 12,000 1525 1400 82
22047-5 $ † PL-C 26W/835/XEW/4P/ALTO 21W CFQ26W/G24q/835 10 3500K 61⁄2 12,000 1525 1400 82
22048-3 $ † PL-C 26W/841/XEW/4P/ALTO 21W CFQ26W/G24q/841 10 4100K 61⁄2 12,000 1525 1400 82

PL-C (CLUSTER) 4-PIN FLUORESCENT LAMPS, ELECTRONIC OPERATION 
13 PL-C G24q-1 38325-7 $ PL-C 13W/827/4P/ALTO CFQ13W/G24q/827 10 2700K 53⁄16 12,000 900 775 82

38326-5 $ PL-C 13W/830/4P/ALTO CFQ13W/G24q/830 10 3000K 53⁄16 12,000 900 775 82
38327-3 $ PL-C 13W/835/4P/ALTO CFQ13W/G24q/835 10 3500K 53⁄16 12,000 900 775 82
38328-1 $ PL-C 13W/841/4P/ALTO CFQ13W/G24q/841 10 4100K 53⁄16 12,000 900 775 82

18 PL-C G24q-2 38329-9 $ PL-C 18W/827/4P/ALTO CFQ18W/G24q/827 10 2700K 511⁄16 12,000 1250 1075 82
38330-7 $ PL-C 18W/830/4P/ALTO CFQ18W/G24q/830 10 3000K 511⁄16 12,000 1250 1075 82
38332-3 $ PL-C 18W/835/4P/ALTO CFQ18W/G24q/835 10 3500K 511⁄16 12,000 1250 1075 82
38333-1 $ PL-C 18W/841/4P/ALTO CFQ18W/G24q/841 10 4100K 511⁄16 12,000 1250 1075 82

26 PL-C G24q-3 38334-9 $ PL-C 26W/827/4P/ALTO CFQ26W/G24q/827 10 2700K 61⁄2 12,000 1800 1550 82
38335-6 $ PL-C 26W/830/4P/ALTO CFQ26W/G24q/830 10 3000K 61⁄2 12,000 1800 1550 82
38336-4 $ PL-C 26W/835/4P/ALTO CFQ26W/G24q/835 10 3500K 61⁄2 12,000 1800 1550 82
38337-2 $ PL-C 26W/841/4P/ALTO CFQ26W/G24q/841 10 4100K 61⁄2 12,000 1800 1550 82



Rated Approx. Design
Product Symbols, Ordering Generic Pkg. MOL Avg. Life Initial Lumens

Watts Bulb Base Number Footnotes Code Designation Qty. Desc. (In.) (Hrs.) (230) Lumens(231) (208) CRI

PL-T (TRIPLE) 4-PIN FLUORESCENT LAMPS—ENERGY ADVANTAGE  * AVAILABLE Q3, 2008
27 PL-T GX24q-3 22021-0 $ † PL-T 32W/830/XEW/4P/ALTO 27W CFTR32W/GX24q/830 10 3000K 51⁄2 16,000 1875 1725 82

22022-8 $ † PL-T 32W/835/XEW/4P/ALTO 27W CFTR32W/GX24q/835 10 3500K 51⁄2 16,000 1875 1725 82
22024-4 $ † PL-T 32W/841/XEW/4P/ALTO 27W CFTR32W/GX24q/841 10 4100K 51⁄2 16,000 1875 1725 82

33 PL-T GX24q-4 22026-9 $ † PL-T 42W/830/XEW/4P/ALTO 33W CFTR42W/GX24q/830 10 3000K 61⁄3 16,000 2615 2400 82
22028-5 $ † PL-T 42W/835/XEW/4P/ALTO 33W CFTR42W/GX24q/835 10 3500K 61⁄3 16,000 2615 2400 82
22029-3 $ † PL-T 42W/841/XEW/4P/ALTO 33W CFTR42W/GX24q/841 10 4100K 61⁄3 16,000 2615 2400 82

PL-T (TRIPLE) 4-PIN FLUORESCENT LAMPS—INSTANT ON TECHNOLOGY  * AVAILABLE Q4, 2008
13 PL-T GX24q-1 14992-2 $ † PL-T 13W/827/X/4P/ALTO CFTR13W/GX240/827 10 2700K 43⁄16 16,000 900 825 82

14995-4 $ † PL-T 13W/841/X/4P/ALTO CFTR13W/GX240/841 10 4100K 43⁄16 16,000 900 825 82
18 PL-T GX24q-2 14923-7 $ † PL-T 18W/827/X/4P/ALTO CFTR18W/GX240/827 10 2700K 42⁄5 16,000 1200 1020 82

14926-0 $ † PL-T 18W/841/X/4P/ALTO CFTR18W/GX240/841 10 4100K 42⁄5 16,000 1200 1020 82
26 PL-T GX24q-3 14928-6 $ † PL-T 26W/827/X/4P/ALTO CFTR26W/GX240/827 10 2700K 5 16,000 1800 1530 82

14931-0 $ † PL-T 26W/841/X/4P/ALTO CFTR26W/GX240/841 10 4100K 5 16,000 1800 1530 82

PL-T (TRIPLE) 4-PIN FLUORESCENT LAMPS
18 PL-T GX24q-2 38437-0 X$ PL-T 18W/827/4P/ALTO CFTR18W/GX24q/827 12 2700K 45⁄8 16,000 1200 1020 82

26802-9 $ PL-T 18W/830/4P/ALTO CFTR18W/GX24q/830 12 3000K 45⁄8 16,000 1200 1020 82
26820-1 $ PL-T 18W/835/4P/ALTO CFTR18W/GX24q/835 12 3500K 45⁄8 16,000 1200 1020 82
26822-7 $ PL-T 18W/841/4P/ALTO CFTR18W/GX24q/841 12 4100K 45⁄8 16,000 1200 1020 82

26 PL-T GX24q-3 38440-4 $ PL-T 26W/827/4P/ALTO CFTR26W/GX24q/827 12 2700K 5 16,000 1800 1530 82
26823-5 $ PL-T 26W/830/4P/ALTO CFTR26W/GX24q/830 12 3000K 5 16,000 1800 1530 82
26824-3 $ PL-T 26W/835/4P/ALTO CFTR26W/GX24q/835 12 3500K 5 16,000 1800 1530 82
26825-0 $ PL-T 26W/841/4P/ALTO CFTR26W/GX24q/841 12 4100K 5 16,000 1800 1530 82

32 PL-T GX24q-3 38443-8 $ PL-T 32W/827/4P/ALTO CFTR32W/GX24q/827 12 2700K 55⁄8 16,000 2400 2040 82
26832-6 $ PL-T 32W/830/4P/ALTO CFTR32W/GX24q/830 12 3000K 55⁄8 16,000 2400 2040 82
26833-4 $ PL-T 32W/835/4P/ALTO CFTR32W/GX24q/835 12 3500K 55⁄8 16,000 2400 2040 82
26872-2 $ PL-T 32W/841/4P/ALTO CFTR32W/GX24q/841 12 4100K 55⁄8 16,000 2400 2040 82

42 PL-T GX24q-4 38450-3 $ PL-T 42W/827/4P/ALTO CFTR42W/GX24q/827 12 2700K 63⁄8 16,000 3200 2720 82
26873-0 $ PL-T 42W/830/4P/ALTO CFTR42W/GX24q/830 12 3000K 63⁄8 16,000 3200 2720 82
26875-5 $ PL-T 42W/835/4P/ALTO CFTR42W/GX24q/835 12 3500K 63⁄8 16,000 3200 2720 82
26876-3 $ PL-T 42W/841/4P/ALTO CFTR42W/GX24q/841 12 4100K 63⁄8 16,000 3200 2720 82
13488-2 X$ (242) PL-T 42W/835/4P/HTA ALTO CFTR42W/GX24q/835 12 3500K 63⁄8 16,000 3200 2720 82
13659-8 X$ (242) PL-T 42W/841/4P/HTA ALTO CFTR42W/GX24q/841 12 4100K 63⁄8 16,000 3200 2720 82

57 PL-T GX24q-5 14631-6 $ PL-T 57W/830/4P/A CFTR57W/GX24q/830 10 3000K 751⁄64 16,000 4300 3741 82
14632-4 $ PL-T 57W/835/4P/A CFTR57W/GX24q/835 10 3500K 751⁄64 16,000 4300 3741 82
14633-2 $ PL-T 57W/841/4P/A CFTR57W/GX24q/841 10 4100K 751⁄64 16,000 4300 3741 82

COMPACT FLUORESCENT LAMPS
PL-T Lamps

PL-T 4-Pin
Energy Advantage

PL-T 4-Pin
Instant-On

PL-T 4-Pin
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PL-T 4-Pin
GX24q-2 Base

PL-T 4-Pin
GX24q-3 Base

PL-T 4-Pin
GX24q-4 Base

PL-T 4-Pin
GX24q-5 Base
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COMPACT FLUORESCENT LAMPS
PL-L Lamps

Rated Approx. Design
Product Symbols, Ordering Generic Pkg. MOL Avg. Life Initial Lumens

Watts Bulb Base Number Footnotes Code Designation Qty. Desc. (In.) (Hrs.) (230) Lumens(231) (208) CRI

PL-L (LONG) FLUORESCENT LAMPS—ENERGY ADVANTAGE—CONVERSION TO ALTO® IN Q4, 2008 
25 PL-L 2G11 20913-0 $ † PL-L 40W/830/XEW/4P/IS 25W FT40W/2G11/RS/830 25 3000K 221⁄2 20,000 2600 2470 82

20914-8 $ † PL-L 40W/835/XEW/4P/IS 25W FT40W/2G11/RS/830 25 3500K 221⁄2 20,000 2600 2470 82
20915-5 $ † PL-L 40W/841/XEW/4P/IS 25W FT40W/2G11/RS/830 25 4100K 221⁄2 20,000 2600 2470 82

PL-L (LONG) FLUORESCENT LAMPS 
18 PL-L 2G11 34500-9 $ PL-L 18W/830/4P FT18W/2G11/830 25 3000K 815⁄16 15,000 1250 1125 82

35932-3 $ PL-L 18W/835/4P FT18W/2G11/835 25 3500K 815⁄16 15,000 1250 1125 82
34501-7 $ PL-L 18W/841/4P FT18W/2G11/841 25 4100K 815⁄16 15,000 1250 1125 82

24 PL-L 2G11 34505-8 $ PL-L 24W/830/4P FT24W/2G11/830 25 3000K 1211⁄16 15,000 1800 1620 82
35933-1 $ PL-L 24W/835/4P FT24W/2G11/835 25 3500K 1211⁄16 15,000 1800 1620 82
34508-2 $ PL-L 24W/841/4P FT24W/2G11/841 25 4100K 1211⁄16 15,000 1800 1620 82

36 PL-L 2G11 34511-6 $ PL-L 36W/830/4P FT36W/2G11/830 25 3000K 167⁄16 15,000 2900 2610 82
34942-3 $ PL-L 36W/835/4P FT36W/2G11/835 25 3500K 167⁄16 15,000 2900 2610 82
34513-2 $ PL-L 36W/841/4P FT36W/2G11/841 25 4100K 167⁄16 15,000 2900 2610 82

40 PL-L 2G11 30042-6 $ PL-L 40W/830/4P/RS/IS FT40W/2G11/RS/830 25 3000K 221⁄2 20,000 3300 2970 82
30043-4 $ PL-L 40W/835/4P/RS/IS FT40W/2G11/RS/835 25 3500K 221⁄2 20,000 3300 2970 82
30044-2 $ PL-L 40W/841/4P/RS/IS FT40W/2G11/RS/841 25 4100K 221⁄2 20,000 3300 2970 82

50 PL-L 2G11 34747-6 $ PL-L 50W/830/4P/RS FT50W/2G11/RS/830 25 3000K 221⁄2 20,000 4300 3870 82
34753-4 $ PL-L 50W/835/4P/RS FT50W/2G11/RS/835 25 3500K 221⁄2 20,000 4300 3870 82
34770-8 $ PL-L 50W/841/4P/RS FT50W/2G11/RS/841 25 4100K 221⁄2 20,000 4300 3870 82

55 PL-L 2G11 50962-0 $ PL-L 55W/841/4P/RS FT55W/2G11/RS/841 25 4100K 221⁄2
13844-6 $ PL-L 55W/950/4P/RS FT55W/2G11/RS/950 25 5000K 213⁄8 20,000 3650 3358 91

80 PL-L 2G11 38697-9 $ PL-L 80W/830/4P FT80W/2G11/830 25 3000K 221⁄2 20,000 6000 5400 82
38698-7 $ PL-L 80W/835/4P FT80W/2G11/835 25 3500K 221⁄2 20,000 6000 5400 82
38699-5 $ PL-L 80W/841/4P FT80W/2G11/841 25 4100K 221⁄2 20,000 6000 5400 82

PL-L
2G11 Base
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PL-L
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Rated Approx. Design
Product Symbols, Ordering Generic Pkg. MOL Avg. Life Initial Lumens

Watts Bulb Base Number Footnotes Code Designation Qty. Desc. (In.) (Hrs.) (230) Lumens(231) (208) CRI

PL-H® (HIGH) FLUORESCENT LAMPS 
60 PL-H 2G8-1 13368-6 $ PL-H 60W/830/4P/ALTO TBD 10 3000K 711⁄64 20,000 4000 3440 82

13369-4 $ PL-H 60W/841/4P/ALTO TBD 10 4100K 711⁄64 20,000 4000 3440 82
85 PL-H 2G8-1 13370-2 $ PL-H 85W/830/4P/ALTO TBD 10 3000K 825⁄32 20,000 6000 5160 82

13371-0 $ PL-H 85W/841/4P/ALTO TBD 10 4100K 825⁄32 20,000 6000 5160 82
120 PL-H 2G8-1 13372-8 $ PL-H 120W/830/4P/ALTO TBD 10 3000K 1113⁄16 20,000 9000 7740 82

13373-6 $ PL-H 120W/841/4P/ALTO TBD 10 4100K 1113⁄16 20,000 9000 7740 82

PL-Q  SQUARE SHAPE FLUORESCENT LAMPS—4 PIN
28 PL-Q 15939-2 PL-Q 28W/827/4P CFS28W/GR10q/827 10 2700K 81⁄5 10,000 2050 1720 82
38 PL-Q 15941-8 PL-Q 38W/827/4P CFS38W/GR10q/827 10 2700K 81⁄5 10,000 2850 2395 82

COMPACT FLUORESCENT LAMPS
PL-H, PL-Q Lamps

PL-QPL-H PL-H
2G8-1 Base
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COMPACT FLUORESCENT LAMPS
PL Base Types and Bulb Shapes
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PL Base Types (Not Actual Sizes)

PL Bulb Shapes (Not Actual Sizes)

G23 GX23 GX23-2 G24d-1 G24d-2 G24d-3 GX32d-2

G24q-2 G24q-3 GX24q-2 GX24q-3 GX24q-4 2G8-1 2G11 GX24q-5

GX32d-3

G24q-1
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¥ Exclusive to Philips Lighting Company

� Nickel plated brass base

$ Energy Saving Product

� Aluminum base

� Heat resisting glass bulb

� Maximum Beam Candlepower

This lamp is better for the environment because of its 
reduced mercury content. All Philips ALTO® lamps give you
end-of-life options which can simplify and reduce your lamp
disposal costs depending on your state and local regulations.
ENERGY STAR® Bulb: As an ENERGY STAR® Partner,
Philips has determined that this product meets the 
ENERGY STAR® guidelines for energy efficiency.

X Orders will be shipped until inventory is depleted; no
longer manufactured.

This Bulb Meets US Federal Minimum Efficiency Standard

† New since last printing

*  Two Lamp Carded Pack

�� Designed for instant start operation.

‡ Quantity shown is minimum shipping container—
refer to Net Price Schedule for number of lamps to qualify
as a standard case.

� Consider the compact fluorescent lamps listed on pages
74–77 for energy savings

Å Can be used in open luminaire, only if operated vertically ± 15º. 

G = General Lighting

S = Street Lighting

� PAR38 (one piece)

T– ENERGY STAR® testing in progress

(208) Design lumens are the approximate lamp lumen output
at 40% of the lamp’s rated average life. This output is based
upon measurements obtained during lamp operation on a 
reference ballast under standard laboratory conditions.

(222) Low temperature starting down to -20°F at nominal 
line voltage.

(230) Average life under specified test conditions with 
lamps turned off and restarted no more frequently than 
once every 3 operating hours.

(231) Approximate initial lumens. The lamp lumen output is
based upon lamp performance after 100 hours of operating
life under standard laboratory conditions.

(242) HTA (High Temperature Application) HTA lamps are
designed to achieve optimum light output in higher 
temperature applications (approx. 140–150ºF). HTA lamps 
are not recommended for dimming.

COMPACT FLUORESCENT LAMPS
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